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REPORT FOR: Sample 

New Construction 

 
 

 

BEAUTIFUL CUSTOM BUILT HOME 



REPORT SUMMARY 
Exterior and Structure Summary:  

  

Eaves and Soffits 
Trim piece is missing on the entry way eave.  
Gutters and Downspouts 
The down spout connection for the chain drip has come loose and needs to be re attached.  
Front porch 

The Railing is loose and needs to be anchored on sides and on the bottom. 

Roofing Components Summary: 

  

Roof Covering 
The Drip Edge on the back side of the home needs to be re done. There is a section of drip 
edge missing and the rest is loose and bent up. There is another part of the drip edge on the 
front that is bent and loose that needs to be repaired.  

Interior Summary:  

  

Floors 
There are some deep scratches in the kitchen by the stove.  
Fireplace 
The fan for the fireplace was not working  

Bathrooms Summary: 

  
Sinks in Bathroom 3 Upstairs Bathroom 
The drain stop is not working  

Basement and Crawlspace Summary: 

  

Basement Description 
There is a plant growth towards the middle of the crawl space.  
Basement Foundation 
There are two cracks in the foundation that just need to be noted. They are both on corners of 
the vents and by the crawl space entrances.  

 

  



Site Grounds & Grading  
 

This inspection is not intended to address or include any geological conditions or site stability information. For information concerning these 
conditions, a geologist or soils engineer should be consulted. Any reference to grade is limited to only areas around the exterior of the exposed 

foundation or exterior walls. This inspection is visual in nature and does not attempt to determine drainage performance of the site or the 
condition of any underground piping, including municipal water and sewer service piping or septic systems. When decks and porches are built 
close to the ground where no viewing or access is possible, we cannot make accurate opinions. These areas as well as others that are too low 

to enter, or in some other manner not accessible, are excluded from the inspection and are not addressed in this report. We routinely 
recommend that inquiry be made with the seller about knowledge of conditions.  

 

Driveway   
Type: Concrete  
Condition: Satisfactory  
 
Comments:  
There are cracks in the colored concrete band on the left side of driveway  

 

Grading At House Wall   
Condition: Satisfactory  

 

Patio/Terrace   
Condition: Satisfactory  
Type: Concrete  
Location: Back of house  

 

Deck/Porch   
Condition: Fair  
Type: Concrete  
Construction:  
Deck: On Grade  
Railing: No  
 
Comments:  
The Railing is loose and needs to be anchored on sides and on the 
bottom.  

 

Exterior & Structure  
 

Our inspection of the Exterior grounds includes the surface drainage, grading, some fencing, gates, sidewalks, patios, driveways, and retaining 
walls adjacent to the structure. The inspection of the exterior of the building includes the cladding, trim, eaves, fascias, decks, porches, 

downspouts, railings, doors, windows and flashings. Areas hidden from view by finished walls or stored items cannot be judged and are not a 
part of this inspection. Minor cracks are typical in many foundations and most do not represent a structural problem. If major cracks present 
along with rotation, we routinely recommend further evaluation be made by a qualified professional structural engineer. The grading of the soil 

should allow for surface and roof water to flow away from the foundation. All concrete slabs experience some degree of cracking due to 
shrinkage in the drying process or minor settlement. All items listed are inspected for their proper function, poor installation, excessive wear 
and general state of repair. Where deck carpeting, stacked firewood, excessive vegetation, soil and other coverings are installed over decking 

and patio surfaces, the materials or their nature of construction and condition of the underneath these coverings cannot be determined.  
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Building Information   
Year Constructed: 2006  
Type: Single  

 

Exterior Receptacles   
Condition: Satisfactory  
Type: GFCI  
 
Comments:  
The GFI Reset for the outdoor Receptacles is in the garage  

 

Gas Meter & Piping   
Condition: Satisfactory  

 

Exterior Doors   
Condition: Satisfactory  

 

 

Foundation   
Condition: Satisfactory  
Type: Concrete  

 

Downspouts   
Condition: Needs Maintenance  
 
Comments:  
The down spout connection for the chain drip has come loose and needs 
to be re attached.  
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Eaves & Soffits   
Condition: Needs Maintenance  
 
Comments:  
Trim piece is missing on the entry way eave.  

 

Roofing Components  
 

The inspection of the roof system includes a visual examination of the surface materials, connections, penetrations and roof drainage systems. 
We examine the roofing material for damage and deterioration. We examine the roof system for possible leaks, damage and conditions that 

suggest limited remaining service life. We may offer opinions concerning repair and/or replacement if warranted. Opinions stated herein 
concerning the roofing material are based on the general condition of the roof system as evidence by our visual inspection. These do not 
constitute a warranty that the roof is or will remain, free of leaks. All roofing systems require annual maintenance. Failure to perform routine 

maintenance will usually result in leaks and accelerated deterioration of the roof covering and flashings. When provided, our estimates of the 
roof's life expectancy are based on the assumption that the roof will be properly maintained during that period. The only way to determine 
whether a roof is absolutely watertight is s to observe it during a prolonged rainfall. Many times, this situation is not present during the 

inspection and we cannot confirm this condition. We suggest that an annual inspection of the Attic area be performed where accessible to 
identify if any leaks are evident.  

 

Roof Covering   

Shingles: Asphalt  
Layers:  
Approximate Age: 1 years  
Condition: Needs Maintenance  
 
Comments:  
The Drip Edge on the back side of the home needs to be re done. There is 
a section of drip edge missing and the rest is loose and bent up. There is 
another part of the drip edge on the front that is bent and loose that needs 
to be repaired.  
 

 
 

Roof Leaks   
Leaks: None Observed  
Viewed: Roof Surface  

 

Gutters & Downspouts   

Type:  
Condition: Satisfactory  
Extensions: No Extensions  
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Comments:  
It is a good practice to have extensions on all downspouts to keep water away from foundation.  

 

Exposed Flashing   
Type: Aluminum  
Condition: Satisfactory  

 

Plumbing Systems  
 

Our Inspection of the plumbing system includes a visual examination of the exposed portions of the domestic water supply, drain waste, vent, 
gas lines, faucets, fixtures, valves, drains, traps, exposed pipes and fittings. These items are examined for proper function, excessive or 

unusual wear, leakage and general state of repair. The hidden nature of piping prevents inspection of every pipe and joint connection, 
especially in walls, floors and ceiling voids. A sewer lateral test is necessary to determine the condition of the underground sewer lines. This 
type of test is beyond the scope of this inspection. Our review of the plumbing system does not include landscape irrigation systems, water 

wells, on site and/or private water supply systems, off site community water supply systems, or private (septic) waste disposal systems unless 
specifically noted. A qualified specialist prior to the closing of escrow can perform review of these systems. Our inspection of the water heater 
includes a visual examination of the accessible portions of the tank, gas, electrical and/or water connections, venting and safety valves. These 

items are examined for proper function, excessive or unusual wear, leakage and general state of repair.  
 

Fuel Service   

Condition: Satisfactory  
Type: Gas Meter  

 

Water Entrance   

Service:  
Type:  
Main Shutoff Valve Location: Master Bedroom Closet Crawl space entrance  
Size:  

 

Water Heater   

Condition: Satisfactory  
Fuel Type: Gas  
Location: Garage 
Relief Valve: Present  
Gas Shutoff: Present  
Venting (Air Supply): Present  

 

Electrical Systems & Components  
 

Our examination of the electrical system includes a visual examination of the exposed and accessible branch circuits, wiring, service panel, 

over current protection devices, lighting fixtures, switches, and receptacles. Service equipment, proper grounding, wiring methods and bonding 
are focal points. We inspect for adverse conditions such as lack of grounding and bonding, over-fusing, exposed wiring, open-air wire splices, 
reverse polarity and defective GFCI's. The hidden nature of the electrical wiring prevents inspection of every length of wire or their connections. 

Telephone, video, cable, audio, security systems and other low voltage systems were not included in this inspection unless specifically noted. 
We recommend you have the seller or a specialist demonstrate the serviceability or locations of these systems to you if necessary. Any 
electrical repairs attempted by anyone other than a licensed electrician should be approached with caution. The power to the entire house 

should be turned off prior to beginning any repair efforts, no matter how trivial the repair may seem. Aluminum wiring requires periodic 
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